
Tools Needed:

Quick Tip: If you have several blinds to install, using two drills can save you time. Fit one with a drill bit 
and fit the other with a screwdriver bit.  This eliminates the need to repeatedly switch drill bits. 

Before Installation 

• Gather the tools listed above and remove your old blinds. Make sure that any window 
treatments are also safely out of the way. 

• Hold your new blinds up to your window and make sure they �t either inside or out-
side the opening, as appropriate. 

• Double-check your manufacturer’s instructions to make sure that all of the mounting 
hardware you need is included. Most blinds and shades will include mounting brack-
ets, screws, and faceplates. Some will include valances, hold-down brackets, or ex-
tension brackets. Have the manufacturer’s instructions nearby. You’ll need to consult 
them.

Make sure you know what kind of surface you’re mounting your blinds on. Wood screws 
are standard in blind installation packets. For other surfaces, you’ll need to purchase special 
screws, fasteners, or anchors. 

• If you’re installing on a metal surface, you’ll want to pre-drill holes and use special 
metal screws. 

• If you’re installing on concrete, stone, brick, or tile, use a carbide drill and purchase ap-
propriate plugs, anchors, or screws. 

• To install your blinds in wallboard and plaster, pre-drill holes large enough for suitable 
anchors or plugs, and follow the installation guidelines for your fasteners. 

Mounting Inside the Window Frame 

1. Mount the brackets in the appropriate place on the jambs, making sure they will be placed 
to accommodate the headrail. Depending on the type of blind or shade ordered, you 
may have a number of choices as to where to mount the brackets. This is indicated by 
the dashed arrows on the illustration to the right. 

2. If your blind or shade includes a non-built-in valance, secure valance clips to the head-
rail before installing the headrail. 

3. Make sure the headrail is level. Shim if necessary.

How to Install Blinds

Drill and drill bits
Level
Scissors

Regular head screwdriver
Phillips head screwdriver
Pencil

1/4” wrench or nut driver 
Steel tape measure
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